
INDOOR CONTROL SYSTEM
JICS-BT-DC & SC SINGLE & DUAL CHANNEL 0-10V

Bluetooth Mesh Network Fixture Controllers

Input Characteristics

Model Numbers JICS-BT-SC & JICS-BT-DC

Input Voltage 120-277VAC

Power 5W

Current 3.0A Max

Frequency 50/60Hz

L1 Switch 2.5A Max

Frequency 2KHz
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Output Characteristics

Voltage Current

CCT 12V DC, PWM ±20mA

Dimming 5W ±10mA

AUX 3.0A Max 200mA

SEI 50/60Hz 1mA

SEN 2.5A Max ±1mA

Dimensions

Product Descrip�on
This Bluetooth® Mesh Power Pack is a BLE based smart ligh�ng system.

It has APP for both IOS and Android devices to manage and operate the BLE 
smart lamps and devices by smart phone.

A Wireless Bluetooth® wall switch is also available for addi�onal needed.

Ÿ Up to 35�. op�mum Bluetooth® signal range from smart device to first 
fixture in space with obstruc�ons, furniture etc.

Ÿ Up to 60�. op�mum Bluetooth® signal range from smart device to first 
fixture in open space without obstruc�ons

Ÿ Up to 50�. op�mum Bluetooth® signal range from smart device to first 
fixture when

Ÿ installed inside JAL, JAUTO and PFL High Wa�age fixtures

How to Install the App?
Go to your App Store and search by Jademar BT Local 

to download the APP.

Certications & Compliance
UL Listed Component Conforms to UL Standard 8750
Radio Frequency FCC Part 15.231-ICC 2AQ3JPPA401S
Remote Control Transmitter
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Wiring Diagram
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